Test Fiber Box Model TFB

Description

Siecor’s Test Fiber Boxes (Model TFB) meet the spe-
cific needs of a wide variety of applications. They are
designed for simple OTDR access and a multitude of
custom applications, especially when reliable fiber
characteristics are required. These fiber lengths can
be packaged in small, portable transit cases or rack-
mounted cabinets. Regardless of the configuration,
Siecor's TFBs prevent damage or stress to the fiber
during use or transportation.

Depending upon the application, the user specifies
fiber type, fiber length(s), connector type(s), access
by pigtail or interconnect sleeve, and number and
location of components such as fusion or mechanical

Test Fiber Box Model TFB jicas Sigcor also provides design assistance as ()
well as specialized testing, custom tolerances, and ~
tailored packaging. <1

Options Available Features / Benefits ()
« Custom lengths: feet, meters, and dB loss « Standard boxes for OTDR access :1

« Access by pigtail or connector sleeves Custom configurations for many applications

 Wide variety of connector types Compact and rugged packaging

Portable for field and multi-site use
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 Wide variety of fiber types: single-mode,
dispersion-shifted, 62.5 pm, 50 pm, and 100 pm

Prevents fiber damage and assures accurate results
« Specialized fiber specifications or test requirements
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Transit case or rack-mount versions

« Include fusion or mechanical splices, connections,
or other components
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Applications

» Custom configurations for many applications
« System emulation of loss, length, time delay,
and reflectance
« Product demonstration and training aid
» Equipment calibration and benchmarking
« Transmission system qualification/evaluation

« Single or multiple fibers/fiber types
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