
DLC-600

PRECISIOH CALIBRATORFOR
LEAKAGEEQUIPMEHT

FEATURES:

V' SPIN KNOB TUNING

V' LEO FREQUENCY& LEVEL DISPLAY

V' 3 PRESET& 6 USER MEMORIES

V' PRE-PROGRAMMEDANTENNA FACTOR

V' MICROPROCESSOR-ENHANCED
ACCURACY

Calibrates 50 and 75 ohm
Instruments

The OLC-600 is the only instrument specifically
designed for calibrating signal leakage mea-
surement and monitoring instruments. The
OLC-600 is compatible with all models and
brands operating between 50 MHz to 600 MHz.
50 and 75 Ohm outputs provide test signals in
uV or uV/M reference to a standard dipole. At
the press of a button the operator can configure
the OLC-600's output to produce calibrated field
strengths from 1 to 1000 microvolts per meter,
or absolute signal levels between 0.5 and 1000
microvolts.

Simulates Actual Leakage
The OLC-600 derives its test signals from the
system's own carriers to provide the closest
possible simulation of real leakage signals.
A built-in microprocessor automatically compen-
sates for antenna factor at the calibration fre-
quency and sets the output level to the desired
field strength.

Simple To Operate
Operation is extremely simple; the operator
simply selects a calibration frequency using the
front panel spin knob, and the microprocessor
performs all of the necessary calculations and
output adjustments. For operator convenience,
buttons are provided that set the OLC-600 to
factory-preset levels of 2.20. or 50 uV/M. The
user may also store and retrieve up to six sig-
nallevels (three absolute and three in micro-
volts per meter) of his own choosing.
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